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Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) ' _
pCi shall document compliance by monitoring for VvOC preakthrough at least once per shift when the spS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pC| shall replace the carbon canister when preakthrough is detected as stated below under Note.
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Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) ’ _
pCi shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. P

C| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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Condition D.1.10 Carbon AdsorberlCamster Monitoring

Condition D.1.17 Record Keeping Requirements (c) '
pCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation unit,

and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected @s stated below under Note.
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Condition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c) ' _
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D. 1. CARBON ADSORPTION MONlTOﬁNG LOG FOR DAILY AND QUARTERLY

Condition D.1 40 Carbon Adserber/Canister Monitoring

_ Condition D.1.17 Record Keeping Requirements (c)
pCl shall document compliance by monitoring for vOC preakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks aré in operations. pCl shall replace the carbon canister when preakthrough is detected as stated below under Note.

TEM [NSPECTION

D.1.14 C

Gases:
e

st
s

bration )
TECBUTT

Instrument Cali

SO an
‘U/,g,/’fj

Spent Carbon Placed in
Roll Off Box No. for
Offsite Combustion

Carbon
Replacement

Location of Carbon
Control Device

sSDS Shredder

Area 8 - — Tanks 52,53,54
Tanks 02 through 04

Distillation Unit

Revised 2/1 0/09




!j/ ‘T:
)
TION MONITC. !

redder, the ATDU, the Distillation Unit,

Condition D.1.10 Carbon AdsorberlCanister Monitorind
ow under Note.

Condition D.1.17 Record Keepind Requirements (c)
pCl shall document compliance by monitoring for vOC breakthrough at least once pe
and the tanks are in operations. pCl shall replace the carbon canister when preakthroud

¢ shift when the SDS sh
his detected as stated bel

YSTEM INSPECTION

D.1.14 CARBON ADSORPTION S

Spent Carbon Placed in
Roll Off Box No. for
Offs_ite combustion

Carbon
Replacement

Location of Carbofl .
Control Device

RBON OR ‘FLARE)

CA |
sSDS Shredder K

ATDU/ OWS

Aread -— Tanks 52,53,54
nks 02 through 04

Ta '
Distillation Unit Runi int

Revised 2/10/09




Condition

pCi shall
and the {

Location of

Vapo

CARBON OR FARE

sDS Shredder

D.1.10 Carbon Ads

anks aré inop
ADSORPTION SY

Control Device

r Recovery System:

Revised 2/10/09

orberlCanis
~ Condition DAAT Record Keepind Require

compliance monitoring for

pCi shall replace

ter Monitoring

ments (c)
vOC

the carbo

STEM INSPEC

breakthrough at
n canister W

TION

nift when

|east once Pe’ S
nis dete

hen preakthrougd

the sDS shre
cted as stated

dder, the
pelow un

ATDU, the Distillation Unit,

der Note.

Spent Carbon Placed in

p
Roll Off pox No. for
i Combust'lon

b
¢
i
B
i
i




uxheommmﬁmwumn'

r Monitoring
g Requ'\rements (c)

e SDS shredder, the ATD

on AdsorberlCamste
d as stated pelow under Note.

nift when th
his detecte

Condition D.1.10 Carb
Condition D.4A7 Record Keepin

by monitoring for VOC breakthrough at least once per s

ment compliance
n operaﬂons. PCl shall replace the carbon canister when preakthroug

ON ADSORPTION SYSTEM INSPECTION

ﬁ&LOMG
Time: —
s ?»“‘5:) - .

P
Roll Off
Offsite com

Revised 2/10/09




n Gases‘.ww P
ases” 56 BUTyl et
0.0

pevised 2/ 10/09




| (G LOG FOR DAILY AND UARTERLY

Condition D.1.10 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keeping Requirements (c) ‘
pCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the gDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOR“\*G LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

" Condition D.1.17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PGl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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Condition D.1.10 Carbon Adsorber/Canister Monitoring

 Condition D.1.17 Record Keeping Requirements (c)
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distitlation Unit,
and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note.
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Condition D.1 .40 Carbon Adsorber/Canister Monitoring
 condition D.1.17 Record Keeping Requirements (c)

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOliING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated pelow under Note.
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D. 1. CARBON ADSORPTION MONITOR‘NG LOG FOR DAILY AND QUARTERLY

Condition D.1 .10 Carbon Adsorber/Canister Monitoring

 Condition D.1.17 Record Keeping Requirements (c) ‘
PCl shall document compliance by monitoring for vOC breakthrough at least once per shift when the sSDS shredder, the ATDU, the Distillation Unit,
pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c) ‘
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D. 1. CARBON ADSORPTION MONlTOliiNG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring
 Condition D.1.17 Record Keeping Requirements (c)
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D. 1. CARBON ADSORPTION MONITOR;I'NG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

 Condition D.1.17 Record Keeping Requirements (c)
PCi shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated pelow under Note.
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D. 1. CARBON ADSORPTION MONITOFiNG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

_ Condition D.1.17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION N\ONITO\%ING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

 Condition D1 17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pPCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITO!E!NG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)

PCli shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOIiiNG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

 Condition D.1.17 Record Keeping Requirements (c)
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION VONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carpon Adsorber/Canister Monitoring
" Condition D.1.17 Record Keeping Requirements (c)

pPCl shall document compliance by monitoring for VOC preakthrough at least once per shift when the sD
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g shredder, the ATDU, the Distillation Unit,
tated below under Note.

pD.1.14 CARBON AD
inspector: A |

SORPTION SYSTEM INSPECTION

Location of Carbon Carbon Spent Carbon Placed in
Replacement Roll Off Box No. for
Offsite Combustion

Control Device

Area 8 - — Tanks 52,53,54 w
Tanks 02 through 04
Distillation Unit

i

Revised 2/10/ 09



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCi shall replace the carbon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION

Inspector;— |
LK faLome
Date of Inspection: Time: )
i 257)} =200 AM
Shift: (First or Second)
S econa
Monitor ID:

Min, Qﬁie 2oco

Instrument Calibration Gases:

12OR UTYLENE. (coffm

Background Instrument Reading:

Q. &
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in
Control Device Insp. Replacement g?fll_tOffGBobeo.t for
site Combustion
Y/N Date Time
Vapor Recovery System: Running | Down / I
CARBON OR FLARE* " /£ \ N | — | —
SDS Shredder Runnin Down | .
= 7 @, AN — —en
ATDU/ OWS Runni Down o
= 2151 | o |B.7 A N - | — ] —
Area 8 - — Tanks 52,53,54 | Running | Down | , _ _ )
(Tanks 02 through 04) (95| 2,5 O VSR EANS] ————
Distillation Unit Running | Down , e L
- 251 |45 | o A TN — I
Tank 51 Runnin Down | o . : .
o 3855 | © 132 | /NNl —
Tank 55 Runnin Down o - _
s a9ss (1.7 ) 0 | IN .
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D. 1. CARBON ADSORPTION VIONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1 40 Carbon Adsorber/Canister Monitoring

 Condition D1 417 Record Keeping Requirements (c)
PCl shall document compliance py monitoring for VOC preakthrough at least once per shift when the sDS shredder, the ATDU, the Dis

and the tanks aré in operations. pCl shall replace the carbon canister when breaktnrough is detected as stated below under Note.

tillation Unit,

STEM INSPECTION

D.1.14 CARB

spec}ion:
2% /11
: (First orﬁecond%

Calibration Gases:

S

Spent Carbon Placed in
Roll Off Box No. for
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Carbon
Replacement

Location of Carbon
Control Device

Vapor Recovery System:

CARBON OR FLARE"

Area 8
Tanks 02 through 04
Distillation Unit
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

 Ccondition D.1.17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC preakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected as stated pelow under Note.

ARBON ADSORPTION SYSTEM INSPECTION

D.1.14 C

Monitor ID:
Y7/

Instrument Calibration Gases:

Spent Carbon Placed in
Roll Off Box No. for
Offsite Combustion

Carbon
Replacement

Location of Carbon
Control Device

Area 8 - — Tanks 52,53,54 W
Tanks 02 throu gh 04
Distillation Unit W
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0. 1. CARBON ADSORPTION LONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1 .10 Carbon Adsorber/Canister Monitoring

 Condition D1 47 Record Keeping Requirements (c) ,
least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

PCl shall document compliance by monitoring for VOC preakthrough at
detected as stated below under Note.

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is

ARBON ADSORPTION SYSTEM [NSPECTION

D.1.14 C

Date of Inspection:
Shift: (First or Second)
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ment Calibration Gases:
| QOBUTYLENVE.
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Roll Off Box No. for
Offsite Combustion
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Vapor Recovery System:

CARBON OR FLARE"
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Running
e
Area 8 - — Tanks 52,53,54
Tanks 02 throug h 04 e
Distillation Unit Running
"
e o
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~
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Location of Carbon
Control Device

bon is considere

Note: If outlet port is not 98% less than inlet port, the car
d identifying disposal route.

disposal column must be complete

rt reading X .02 (ppm)
equired monitori

Outlet port reading must be <= inlet po
ng sheets forr ng of flare temper

*If FLARE is chosefn, Hlease see sDS tracki
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N\ONITO\i\NG LOG FOR DAILY AND QUARIERES

D. 1. CARBON ADSORPTION

Condition D.1.10 Carbon Adsorber/Canister Monitoring

~ Condition D.1.147 Record Keeping Requirements (c)
pCl shall document compliance by monitoring for vOC preakthrough at least once per shift when the sDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pPCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
PECTION

D.1.14 CARBON ADSORPTION SYSTEM INS

Instrument Calibration Gases:
Tsob

S o b
Background Instrument K

Spent Carbon Placed in
Roll Off Box No. for
Offsite Combustion

Carbon
Replacement

Location of Carbon
Control Device

Vapor Recovery System:

CARBON OR FLARE"

SDS Shredder ‘.
WL.J Wﬂﬂ—l‘-
Area 8 - — 1anks 535354 |C B
Distillation Unit R B m P . }
— _ S 199
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D. 1. CARBON ADSORPT

(N MONITORING LOG FOR DALY AND QUARTERLT

Condition D.1 410 Carbon Adsorber/Canister Monitoring

_ Condition D1 47 Record Keeping Requirements (c) -
PCl shall document compliance by monitoring for VOGC preakthrough at least once per shift when the sDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pCl shall replace the carpon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION

Inspector: .

K FALom
Date of Inspe tion):
e

Spent Carbon Placed in
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Control Device
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g [0 T2 | e
Tanks 02 through 04 [ 379 ) 2
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